
FEATURES

MANUFACTURED IN ITALY

BOTTOM ENTRY DESIGN PREVENTS MIXING OF FLUIDS

REFER TO FLOW DIAGRAM OVERLEAF

FULL BORE

ALL VALVES PRESSURE TESTED DURING PRODUCTION

SIZE RANGE: 6MM TO 50MM & 80MM

PRESSURE AND TEMPERATURE RATINGS

TEMPERATURE RANGE: -10°C TO 99°C

MAXIMUM OPERATING PRESSURE AT NOMINAL TEMPERATURES: 1600 kPa

Series 2202 
Zetco 3-Way 

L Port Bottom Entry 
Brass Ball Valve

12.03



NOV 11

DIMENSIONAL AND COMPONENT DIAGRAM

DIMENSIONS - mm
Prod. Code Size A1 A2 B L Kv Wgt kg

2202006 6 48 31 92 53 1.5 0.220

2202010 10 48 30.5 92 53 1.8 0.190

2202015 15 48 30.5 92 54.5 3.9 0.400

2202020 20 50 34.5 92 66.5 7.9 0.490

2202025 25 55 38 115 74.5 13 0.810

2202032 32 62 46 150 85 20.7 1.30

2202040 40 62 53 150 97 38.7 1.76

2202050 50 62 62.5 150 109 54 2.64

2202080 80 129 115 240 177 145.7 5.90
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Zetco 3-Way L Port Bottom Entry

Brass Ball Valve
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MATERIALS
POS. PART NAME MATERIALS

1 NUT ZINC PLATED STEEL

2 WASHER ZINC PLATED STEEL

3 STEM BRASS

4 GLAND BRASS

5 PACKING PTFE

6 O-RING VITON®

7 BALL BRASS (CHROME PLATED)

8 SEAL PTFE

9 END ADAPTOR BRASS

10 BODY BRASS

11 HANDLE STEEL


